


MASTER CLOCK

MRS-25/IN

SPECIFICATIONS
TYPE: DIGITAL
DISPLAY: 6-DIGIT, 7 SEGMENT RED SUPER BRIGHT LED

CHARACTER HEIGHT: ----- 2.5"(63.5 mm) HR./MIN. 1.8" (45.72 mm) SEC.
VISIBILITY: 150 Ft. (45.72 METERS)

POWER REQUIREMENTS: 100-240V 47~63Hz (Internal Switching Power Supply)
FRAME: ALUMINUM (BLACK ANODIZED FINISH)

DIMENSIONS: 6.25 X 18.25 X 1.375

WEIGHT: 3 Ibs.

OPERATING TEMP.: ------- -17°TO 190° F

HUMIDITY: 0% TO 95% NON-CONDENSING

OPERATING MODE: --------- 10 YEAR LITHIUM BATT.,12/24 SELECTABLE AND

AUTOMATIC DAYLIGHT. RS485 DDS PROTOCOL.

BLUE / WHITE
ORANGE / WHITE
GREEN / WHITE

NEW 1 SEC A YEAR ACCURATE (TCXO)

* 31 TIME ZONES
* 27 DAYLIGHT SELECTS
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SYSTEM SETUP

MASTER CLOCK

MRS-25

BRS-42440-4

RS-485 SIGNAL LINE UP TO
7,000ft. TWISTED PAIR.
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